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High-speed Gigabit networks.
VSPOE-SWB / VSETH Series: Gigabit switches available in 5, 8, 9, 16 and 24 ports
The VSPOE-SWB/ETH Gigabit Power over Ethernet series comprises 10/100/1000Mbps PoE switches in 8, 16 & 24 port 
models and Gigabit Ethernet switches in 5, 8, 16, and 24 port models. Deliver ultra fast downlink speeds for the most 
demanding of network applications, including fibre-optics. Ideal for small to medium sized networking. 

• Local area network transfer speeds up to 1000Mbps
• PoE, PoE+ and Hi-PoE support (VSPOE series)
• 4 x 1000 Base-X ports for fibre network (VSETH-SW9GF)
• Port rate control, VLAN, security, PoE output & more

• Easy switch remote management ( SWB 16 & 24 port only)
• Mini GBIC / SFP adapter for linking fibre infrastructure
• DIN rail mountable for professional installations
• Protection against lightning conditions

Up to 1000Mbps PoE+ Downlink Ports PoE+ and Hi-PoE Support Optical Fibre Networking
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Network Switches and PoE | Series Specifications

Gigabit Switches | VSETH-SWG Series Specifications 

Model VSPOE-SWB8G VSPOE-SWB16G2 VSPOE-SWB24G2

Se
rie

s

Product Image

Series Name VSPOE-SWB Series Gigabit Power Over Ethernet Switches with Hi-PoE Support
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Ethernet Ports 8 x 10/100/1000 Base-T (PoE power supply ports) 2 x 1000 Base-X (combo port)
16 x 10/100/1000 Base-T (PoE power supply ports)

2 x 1000 Base-X (combo port)
24 x 10/100/1000 Base-T (PoE power supply ports)

Network Management Unmanaged L2 Management 

Switch Power Load Port 1: ≤60W 
Port 2 ~ 8: ≤30W Total: ≤96W

Port 1 / Port 2: Hi-PoE 60W
Each port: ≤30W Total: ≤240W

Port 1/ Port 2: Hi-PoE 60W
Each port: ≤30W Total: ≤360W

PoE Protocol PoE (IEEE802.3af) / PoE+ (IEEE802.3at) / Hi-PoE PoE (IEEE802.3af) / PoE+ (IEEE802.3at) / Hi-PoE PoE (IEEE802.3af) / PoE+ (IEEE802.3at) / Hi-PoE
Switching Capacity 20Gbps 52Gbps 52Gbps
Packet Forwarding Rate 11.9Mpps 23.81Mpps 38.68Mpps
Packet Buffer Memory 1.5Mb 4.0Mb 4.0Mb
MAC Table Size 8K
Exchange Mode Store & forward
Power Supply 48~57VDC 100~240VAC 100~240VAC
Lightning Protection Common Mode: 2KV / Differential Mode: 1KV
Operating Environment -10° ~ 55°C / RH90% (max)
Mounting Options Desktop Mount
Weight 0.49kg 3.75kg 3.85kg
Dimensions 190 x 100 x 30mm 440 x 300 x 44mm 440 x 300 x 44mm

Gigabit Switches with PoE | VSPOE-SWG Series Specifications 

Model VSETH-SW5G VSETH-SW8G VSETH-SW16G VSETH-SW24G VSETH-SW9GF
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Series Name VSETH-SWG Series Gigabit Ethernet Switches
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Ethernet Ports 5 x 10/100/1000 Base-T 8 x 10/100/1000 Base-T 16 x 10/100/1000 Base-T 24 x 10/100/1000 Base-T 5 x 10/100/1000 Base-T (non-PoE)
4 x 1000 Base-X

Network Management Unmanaged 

Transmission Speed 10 / 100 / 1000Mbps - 5 LAN 
ports

10 / 100 / 1000Mbps - 8 LAN 
ports

10 / 100 / 1000Mbps - 16 
LAN ports

10 / 100 / 1000Mbps - 24 LAN 
ports 10 / 100 / 1000Mbps - 9 LAN ports

Switching Capacity 10Gbps 16Gbps 32Gbps 48Gbps 33Gbps
Packet Forwarding Rate 7.44Mbps 11.9Mbps 23.8Mbps 35.7Mbps 13.39Mbps
Packet Buffer Memory 1.5Mb 2Mb 1Mb
MAC Table Size 2K 4K 8K
Exchange Mode Store & forward
Power Supply 5VDC 9VDC 100-240VAC 9~57VDC

Lightning Protection Common Mode: 4KV / Differential Mode: 0.5V Common Mode: 6KV / Differential Mode: 0.5V Common Mode: 4KV / 
Differential Mode: 2KV

Operating Environment 0° ~ +40°C -30° ~ 65°C / RH90% (max)
Mounting Options Desktop Mount
Weight 0.17kg 0.5kg 1.36kg 1.43kg 0.62kg
Dimensions 100 x 64 x 25mm 186 x 106 x 33mm 294 x 178 x 44mm 294 x 178 x 44mm 150 x 100 x 42mm


